
% 30 in. (762 mm) runway width

% Comfortable 30 in. deep main pit

% Optional deep center for stand up 
adjustments

% 35,000-lb. (15875 kg) capacity 

% “Walk-around” pit layout saves 
time spent raising and lowering lift

% Two available runway lengths: 
360 in. and 226 in.

P491HD shown

Pit Racks
For Heavy-Duty Trucks and Buses

NEW!
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30 in.
(762 mm)

104 in.
(2642 mm)

WALK AROUND 
DEPTH
30 in.

(762 mm)

38 in.
(965 mm)

CENTER PIT
DEPTH
28 in.

(711 mm)

RECOMMENDED 
PIT WIDTH
16 ft. - 8 in.

200 in. (5080 mm)

1/2 in.
(13 mm) 

SLOPE TO 
DRAIN

P491HD
TOTAL RUNWAY LENGTH

(as shown)
29 ft. - 10 3/4 in.

358 3/4 in.
(9112 mm)

37 1/4 in.
946 mm)

CONFIG. A:
TRACTOR / TRUCK (shown)

34 ft.
(408 in.)

(10363 mm)

P491HD
RECOMMENDED 

OPTIONAL CENTER PIT  LENGTH
CONFIG. B

BUS / MOTORHOME
36 ft.

(432 in.)
(10973 mm)

P491HD
RECOMMENDED PIT  LENGTH

CONFIG. A:
TRACTOR / TRUCK (shown)

38 ft. - 6 in.
(462 in.)

(11735 mm)

CONFIG. B
BUS / MOTORHOME

40 ft. - 6 in.
(486 in.)

(12344 mm)

OPTIONAL

FIA Turnplate Kit — 
20-3733-1
FIA locking turnplates add productivity 
via aligner control.

OPTIONAL

20,000-lb. Jack – 133-90-2
Single jack. One or two jacks may be 
added.

Specifications

Site Requirements

For complete site requirements see RF07909-00.

20,000-lb. Jack – 133-90-2

FIA Turnplate Kit — 

Model Runway length

P491HD
360 in. (9144 mm)

P491HD-PS

Model Runway length

P490HD
226 in. (5740 mm)

P490HD-PS

Two lengths available, both with Powerslide slipplates option.

P491HD shown

P490HD shown


